Samsung SSD 840 EVO"
Performance Restoration Samsung SSD 840 EVO Performance Restoration

This program will restore read performance of 840 EVO.

It will take seme time te complete the process based on the 840 EVO's capacity.

It can work in the background but it will take more time so it is recommended not to perform any other
cperations during the process.

Step 1 1

Firmware Update

Step 2

Step 3
Drive Info |s-ﬁMSUNG S50 840 EVO 250GB(S16ANEACS02117)

Complete
Serial No. S16AMEACS02117

Firmware EXTOBBGQ

Capacity 232.89GB

Samsung

Performance Restoration v.1.1
Introduction and Installation Guide
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Legal Disclaimer

SAMSUNG ELECTRONICS RESERVES THE RIGHT TO CHANGE PRODUCTS,
INFORMATION AND SPECIFICATIONS WITHOUT NOTICE.

Products and specifications discussed herein are for reference purposes only. All information
discussed herein is provided on an “AS IS” basis, without warranties of any kind. This document
and all information discussed herein remain the sole and exclusive property of Samsung
Electronics. No license of any patent, copyright, mask work, trademark or any other intellectual
property right is granted by one party to the other party under this document, by implication,
estoppels or otherwise. Samsung products are not intended for use in life support, critical care,
medical, safety equipment, or similar applications where product failure could result in loss of
life or personal or physical harm, or any military or defense application, or any governmental
procurement to which special terms or provisions may apply. For updates or additional
information about Samsung products, contact your nearest Samsung office.

Copyright © 2014

This material is copyrighted by Samsung Electronics. Any unauthorized
reproductions, use or disclosure of this material, or any part thereof, is strictly
prohibited and is a violation under copyright law.

Trademarks & Service Marks

The Samsung Logo is the trademark of Samsung Electronics. Adobe is a
trademark and Adobe Acrobat is a registered trademark of Adobe Systems
Incorporated. All other company and product names may be trademarks of the
respective companies with which they are associated.
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Introduction

The Performance Restoration software is designed to restore Samsung SSD 840

EVO SSD easily. Performance Restoration will restore Samsung SSD 840 SSD
Performance.

Samsung Performance Restoration software is developed and distributed
exclusively for owners of Samsung Solid State Drives (SSDs).

Performance Restoration Version 1.1

Performance Restoration version 1.1 features

- Support Model : Samsung SSD 840 EVO, 840 EVO mSATA
- Firmware Update

- SSD Performance Restoration

X Samsung Performance Restoration v.1.1 does not work, if users did performance
restoration through v.1.0

Improvements

1. GUI (Progress bar) improved
2. Improved compatibility of detecting drives with some PC systems
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System Requirements

Component R Requirement
Windows XP SP2 (32bit)
Windows Vista (32/64bit)
Operating System
Windows 7 (32/64bit)

Windows 8 & 8.1(32/64bit)

Disk Capacity minimum 20MB available for installation

Supported Partition Types MBR, GPT

English
Supported Languages

The following Samsung SSDs are supported*:
Samsung SSD 840 EVO (2.5”)
Samsung SSD 840 EVO mSATA

SSD

*Some features may not be supported for all models.
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Driver Support

Chipset Driver ‘ Supported
Intel Microsoft Yes
Intel Yes
AMD Microsoft Yes
AMD Yes(Latest Driver only)
NVIDIA Yes
Precautions

1) The SSD should not be removed or disconnected while SSD Restoration is
in progress. Doing so could result in data corruption.

2) Data corruption may result if the user terminates the Performance
Restoration application abnormally while SSD Performance Restoration.

3) There is always the risk of data loss when updating SSD firmware. It is imperative
that the user backs up any important data before performing a firmware update
with Performance Restoration application or Dos Solution.

4) The SSD may be permanently damaged if it is unplugged while the firmware
update process is in progress via the Performance Restoration application or DOS
Utility.

5) If users restored performance with “Samsung Performance Restoration v.1.0”,

users do not need to use “Samsung Performnace Restoration v.1.1”. (Tool does
not work)

General Limitations

1) Performance Restoration is designed specifically for Samsung SSD 840 EVO
Series. Performance Restoration function is not supported for non-Samsung SSD
840 EVO Series SSD.

2) Samsung Performance Restoration does not work with SSDs connected via the SCSI
controllerinterface and USB to SATA interface.

3) Only MBR and GPT partition types are supported. Performance Restoration may
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not work with other partition types.
4) Performance Restoration will not work on SSDs that are locked with a user password.

5) The user may need to manually refresh the disk list in System Information for
Performance Restoration to accurately reflect all connected/removed disks.

6) It may be necessary to manually refresh the disk list in System Information before
performing Performance Restoration on a newly attached disk.

7) Performance Restoration supports only the NTFS file system.

8) If RAIDmode turns on in SATA configuration, It is not supported by Samsung
Performance Restoration and DOS application.

9) Performance Restoration does not support dynamic disk.

10) PC will be shut down automatically after firmware update
(Performance Restoration counts down 20 seconds before shutdown)

11) Security mode (Class 0, TCG/Opal or Encrypted Drive) must be disabled
(unlocked) before removing and installing onto another PC.

12) Firmware Update may fail on Samsung brand SSDs connected to AMD  Controller.
Please retry using default sata AHCI controller(Microsoft drivers)

13) If user is using any custom storage driver, then Performance Restoration may not
function properly. Please always use the latest storage driver or Microsoft driver.

14) Performance Restoration supports default magnification (100%) of Display.

15) Performance Restoration can’t communicate with SSD possibly due to security,
Vaccine or DRM application.

16) Performance Restoration can’t support virtual disk created by Hypervisor.
17) If user tries to do firmware update on the different system as a secondary drive

using Performance Restoration, Installed OS such as Windows 7, Vista, 2008 R2 won’t
boot due to Windows policy. Performance Restoration doesn’t support this case.
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User Installation Guide

1. (Normal Mode) If the Disk has more than 10% of free space.

STEP 1. Start Performance Restoration

Samsung SSD 840 EVO"
FerirnancR REVeS Samsung SSD 840 EVO Performance Restoration

This pregram will restere read performance of 840 EVO.

It will take some time to complete the process based on the 840 EVO's capacity.

It can work in the backgreund but it will take more time so it is recemmended not to perferm any other
operations during the process

Step 1 B Note:1

Firmware Update

Step 2

Step 3

Drive Info | SAMSUNG SSD 840 EVO 250GE{S16ANEACS02117) X
Complete

Serial No. S16AMEACS02117

Firmware EXTOBB6Q

Capacity 23283GB

STEP 2. Update Firmware

Samsung SSD 840 EVO"
Performance Restoration Samsung SSD 840 EVO Performance Restoration

This program will restore read performance of 340 EVO.

Bt will take some time to complete the process based on the 840 EVD's capacity.

Bt can work in the background but it will take more time so it iz recommended not to perform any cther
operations during t

Firmware Update

Step 1 B Note : 10% of fres space is required in order 1o execute the process
Step 2

Step 3

502117) -
Complete

Firmware update is complete Your PC will be shut down.
The Restoration Program will start aute matically after
system boot.

Remaining time: 20 Second(s)

Shutdewn

| 20% start

Restoration is in progress...
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STEP 3. Restoration is in Progress

Samsung SSD 840 EVO"
e Samsung SSD 840 EVO Performance Restoration

This program will restore read performance of 840 EVO,

It will take some time to complete the process based on the 840 EVO's capacity.

It can werk in the background but it will take more time so it is recommended not te perform any other
operations during the proc

Firmware Update

Step 1 - B, Note:10% of free

ace is required in order to exec

e the pr

Step 2
Step 3

Drive Info SAMSUNG SSD 840 EVO 250GB(S16ANEACI02117)
Complete -

Serial Mo, S16ANEACI02117

Firmware EXTOCBEQ

Capacity 232.59GB

Restoration is in progress...

STEP 4. Restoration is completed

Samsung SSD 840 EVO"
FaroumancE o Samsung SSD 840 EVO Performance Restoration

This program will restore read performance of 840 EVO.

It will take some time to complete the process based on the 840 EVO's capacity.

It can work in the background but it will take more time so it is recommended not to perform any other
operations during the process,

Firmware Update

Step 1 B MNote:10% of free space is required in order to execute the process,
Step 2
Step 3
Drive Info [SAMSUNG 55D 840 EVO 250GB(S16ANEACS02117) -
Complete
Serial Mo, S16ANEACD02117
Firmware EXTOCBSQ
Capacity 232.59GB

N -

Performance Restoration is complete.
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2. (Advanced Mode) If the Disk doesn’t have more than 10% of free space.

STEP 1. Start Performance Restoration

Samsung SSD 840 EVO"
Performance Restoration Samsung SSD 840 EVO Performance Restoration

This pregram will restore read perfformance of 840 EVO.
It will take some time to complete the process based on the 840 EVO's capacity.

Firmwarg:Update operations during the process.

Step 1 1

Step 2
Step 3

Drive Info | SAMSUNG SSD 840 EVO 250GB({S16ANEACS02117)
Complete

Serial No. SI6ANEACS02117

Firmware EXTOBB6Q

Capacity 232.89GB

It can work in the background but it will take more time so it is recommended not to perform any other

STEP 2. If the SSD doesn’t have more than 10% of free space, go to STEP 3.

Samsung 55D 840 EVO"
e Samsung SSD 840 EVO Performance Restoration

This program will restore read performance of 840 EVO,
It will take some time to complete the process based on the 840 EVO's capacity.

Firmware Update operations during the process.

Step 1 i, Mote:10% of free space is required in order to execute the pr

Step 2
Step 3

complete .Samsimg 55D 840 EVO Performance Restoration .l?)

Insufficient disk space. More than 10% of free space is needed to
" execute the process,

It can werk in the background but it will take more time so it is recommended net te perform any other
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STEP 3. Remove unused files and programs for having more than 10% of free space in disk.

——
@UvL_. v Computer » New Volume (E)

Crrganize = | Open Mew folder
dr Favorites Mame Date modified Type : Size
Bl Desktop _Tmpl.tmp TMP File
# Downloads Ltmp TMP File
= Recent Places Ztmp TMP File
 3amp TMP File.
= Libraries dtmp 7-Zip ’ TMP File
= Documents ; -5-.{mp . cand to b M TMP File
@' Music Gimp TP File
=/ Pictures T.tmp Cut TMP File
B video: Gtmp Copy TMP File
_omp | Cresteshortost | TMP File
1M Computer 10.4mp Delete THAP File
& Locel Disk (C) 1Ltmp Retiais
cy Mew Volume (D) 12.4mp
& New Volume () 134mp Eiopeties
ca Mew Volume (F) 14.tmp TP File 4.194 300 KB

STEP 4. After ensuring more than 10% of free space. Click the Start button.

Samsung SSD 840 EVO"
st ) Samsung SSD 840 EVO Performance Restoration

This program will restore read performance of 840 EVO,

It will take some time to complete the process based on the 840 EVO's capacity.

It can werk in the background but it will take more time so it is recommended net to perform any other
operations during the process,

Firmware Update

Step 1 B, Note:10% of free space is required in order to execute the pro

Step 2
Step 3

HyCo02117) -

Complete

Firmware update is complete.Your PC will be shut down.

Remaining time: 205econd(s)

Shutdown

i — 20% start

Restoration is in progress...

10 2014.10 (Rev 1.1)



STEP 5. Restoration is in Progress

Samsung SSD 840 EVO"
e Samsung SSD 840 EVO Performance Restoration

This program will restore read performance of 840 EVO,

It will take some time to complete the process based on the 840 EVO's capacity.

It can werk in the background but it will take more time so it is recommended not te perform any other
operations during the proc

Firmware Update

Step 1 - B, Note:10% of free

ace is required in order to exec

e the pr

Step 2
Step 3

Drive Info SAMSUNG SSD 840 EVO 250GB(S16ANEACI02117)
Complete -

Serial Mo, S16ANEACI02117

Firmware EXTOCBEQ

Capacity 232.59GB

Restoration is in progress...

STEP 6. Restoration complete

Samsung SSD 840 EVO"
FaroumancE o Samsung SSD 840 EVO Performance Restoration

This program will restore read performance of 840 EVO.

It will take some time to complete the process based on the 840 EVO's capacity.

It can work in the background but it will take more time sa it is recommended not to perform any othe
operations during the process

Step 1 B, Note:10% of free spa

Firmware Update

ce is required in order to execute the pro

Step 2

Step 3

Drive Info [SAMSUNG 55D 840 EVO 250GB(516ANEACS02117) -
Complete

Serial Mo, SLEAMNEACD0211T

Firmware EXTOCBSQ

Capacity 232.59GB

N -

Performance Restoration is complete.
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3. (Advanced Mode) If there is a compatibility issue with chipset driver

STEP 1. Start Performance Restoration

Samsung SSD 840 EVO"
Performance Restoration Samsung SSD 840 EVO Performance Restoration

This pregram will restore read perfformance of 840 EVO.

It will take some time to complete the process based on the 840 EVO's capacity.

It can work in the background but it will take more time so it is recommended not to perform any other
operations during the process.

Step 1 1

Firmware Update

Step 2
Step 3

Drive Info | SAMSUNG SSD 840 EVO 250GB({S16ANEACS02117) -
Complete

Serial No. SI6ANEACS02117

Firmware EXTOBB6Q

Capacity 232.89GB

STEP 2 Error message : if system use third party driver or old driver

Samsung SSD 840 EVO"
R eluit i e Samsung SSD 840 EVO Performance Restoration

This program will restore read performance of 840 EVO,

It will take some time to complete the process based on the 840 EVO's capacity.

It can work in the background but it will take more time so it is recommended not to perform any other
operations during the process.

Firmware Update

Step 1 B, Mote:10% of free space is required in order to execute the pre

Step 2
Step 3

Drive Info [SAMSUNG 55D 840 EVO 250GB(S16ANEACS02117) -
Complete
Serial Mo. S16ANEACS02117
Firmware EXTOCESQ
Capacity 232.89GB
0% Start

If you use a third party storage driver, then this software may not work properly.
Please check whether your driver is the latest version or is provided by Microsoft,
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STEP 3 Update to the latest driver or Microsoft driver

1

Update to Microsoft driver
D Right-click on ‘My computer’

] Click ‘Management’

(Below screen will be shown)

A Computer Management

File | Action View Help

A Computer Management (Local
4 |f} System Tools
b C‘-) Task Scheduler
> [&] Event Viewer
> | Shared Folders
» &% Local Users and Groups
> () Peformance
=4 Device Manager
(=5 Storage
=F Disk Management
e Services and Applications

[N

[T —

Name

'U'J; System Tools

"ljJ'ﬁStorage

fﬁ; Services and Applications

Actions

Computer Management (L. a
More Actions 4

) Click ‘Device Manager’

A Computer Management
File Action View Help

Ll AN

& Computer Management (Local
a [f System Tools
> () Task Scheduler
> [@ Event Viewer
> | Shared Folders
> ¥ Local Users and Groups,
» (&) Performance
4 Device Manager
a4 {23 Storage
=9 Disk Management
. Services and Applications

a4 PC-PC
» {8 Computer
>y Disk drives
: B, Display adapters
> Floppy disk drives
> \:& Floppy drive controllers
b % Human Interface Devices
4 g IDE ATA/ATAPI controllers
iy AMD SATA Controller
g ATA Channel 0
g ATA Channel 0
g ATA Channell
g ATA Channel1
g ATA Channel 2
g ATA Channel 3
g ATA Channel 4
g ATA Channel 5
-Lg Standard AHCI1.0 Serial ATA Controller
g Standard Dual Channel PCIIDE Controller
> @ IEEE1394 Bus host controllers
b »¥ Jungo

b Keyboards
>-ﬂ Mice and other pointing devices
» B Monitors
5 -8 Network adapters
a3 Other devices
“.- [l Unknown device
» Bl Portable Devices
o5 Ports (COM & LPT)
> ] Processors
.>-§‘ Sound, video and game controllers
4.3 Storage controllers
H iz Community N¥Me 1.0e Storport Miniport

m

Actions

Device Manager -

More Actions

13
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iv) Click ‘Devices by connection’in View’ menu

I+ Fy Services and Applications

& Computer  Devices by connection
- m System Resources by type
o @ Task Resources by connection
v [ Eve lapters
o & Sha Show hidden devices k drives
» & Locd ey ve controllers
b () Perf E erface Devices
2% Device Manager 4 g IDE ATA/ATAPI controllers
- g Storage 5 AMD SATA Controller
= Disk Management L ATA Channel 0

4 ATA Channel 0

& ATA Channel1

iy ATA Channel 1

@ ATA Channel 2

g ATA Channel 3

@ ATA Channel 4

- ATA Channel 5

&5 Standard AHCI 1.0 Serial ATA Controller
“..i5g Standard Dual Channel PCTIDE Controller
- @ IEEE 1394 Bus host controllers

b -&¥ Jungo

b <= Keyboards

13 a Mice and other pointing devices

» &l Moniters

&% Network adapters

4 [ Other devices

| L[y Unknown device

B Portzble Devices

» Y5 Ports (COM & LPT)

3 -. Processors

fr 4 Sound, video and game controllers
:4 &% Storage controllers

| et q Community NVMe 1.0e Storport Miniport .
Displays devices by connection.
v) Click ‘Properties’ after right-click on driver for connected SSD

e 26

A & @ %

& Computer Management (Local
a [} System Tools
& (B) Task Scheduler
» [§] Event Viewer
I+ [l Shared Folders
» ¥ Local Users and Groups
P @ Performance
4 Device Manager
4 [ Storage
=¢ Disk Management
b By Services and Applications

|« I "

4 PC-PC

4 M ACP]x86-based PC

4 M Microsoft ACPI-Compliant System
;M ACPI Fived Festure Button

- [E) AMD Processor model unknown
B AMD Processor model unknown
[ AMD Processor model unknown
B AMD Processor model unknown

1M Microsoft Windows Management Interface for ACPI

Uninstall
& ATILO Comm)|

b1 High Definition — properties

Update Driver Software..,

;8 ATIV/O Comm| Scan for hardware changes

M pCI dard h o
sta ost CPU bridge
T8 PClstandard host CPU brdg

M PCI standard host CPU bridge
8 PClstandard host CPU bridge
/8 PCl standard host CPU bridge
8 PCl standard host CPU bridge
4 {8 PCI standard ISA bridge
|5 Communications Port (COML)
1M Direct memory access controller
1M High precision event timer

3 .j Standard floppy disk controller
M System CMOS/real time clock
1M System speaker

LM System timer

More Actions »

i.'Opuuprnputyshcdfnlﬂu curent selection.

14

2014.10 (Rev 1.1)



vi) Click ‘Uninstall’ on Drive section in the screen of ‘Properties’
SAMSUMNG 55D 840 EVO 250G SATA Disk Device Properties
| General | Policies | ‘u"olumesl Driver | Detail5|
- SAMSUNG 550 840 EVO 250G SATA Disk Device
"
Driver Provider: Microsoft
Driver Date: 6/21/2006
Driver Version: 6.1.7600.16385
Digital Signer: Microsoft Windows
Driver Details To view details about the driver files.
Update Driver... To update the driver software for this device.
N If the device fails after updating the driver, roll
R back to the previously installed driver.
Disables the selected device.
Urnintal Ta uninstall the driver (Advanced).
| oK || Cancel
vii) Click ‘OK’
;&' Computer Management = @
File Action View Help
«= | 1B EH HE & B NS
:&." Computer Management (Local | 4.2 PC-PC = | Actions
4 [f} System Tools 48| ACPI:86-based PC 1 B =
& () Task Scheduler Ll ent L LT e -
> [8] Event Viewer SAMSUNG SSD 840 EVO 250G SATA Disk Device Properties =N More Actions
©» @ Shared Folders — r -
[ _\E.' Local Users and Groups | Gl I floldies I ghsmes | Uieer | Detads|
b: @) Performance SAMSUNG SSD 840 EVD 250G SATA Disk Device
=4 Device Manager ©
4 2= Storage
i=f Disk Management 4 :i Driver Provider:  Microsoft
I+ B4 Services and Applications 4 Driver Date: 6/21/2006 3
Driver Version: 6.1.7600.16385
Digital Signer: Microsoft Windows
Driver Details 7 g
‘Confirm Device Uninstall

4 I 2

Update Driver...
SAMSUNG SSD 840 EVIO 250G SATA Disk Device

| i:h:-ll Back I:;Iwer
‘Waming: ou are about to uninstall this device from your system.

Disable

Urninstal

Iy

/8 Programmable interrupt controller
EE Standard floppy disk controller
78 System CMOS/real time clock

78 System speaker

d System timer =

15
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) Rebooting after driver uninstall

"&:' Computer Management
File Action View Help

e A s

& Computer Management (Local | 442 PC-PC

* | Actions
4 ff} System Tools {80 ACP1>g6-based PC . I N
[ @ Task Scheduler 4 {8 Microsoft ACPI-Compliant System ki Al
[ @ Event Viewer M| ACPI Fixed Feature Button More Actions

©» @ Shared Folders
i & Local Users and Groups
i+ (%) Perfermance
= Device Manager
4 3 Storage

B AMD Processor model unknown
I3 AMD Processor model unknown
I3 AMD Processor model unknown
2} AMD Processor model unknown
Microsoft Windows Management Interface for ACPI

(= Disk Management 4 -j8 PCl bus L
[ :::(; Services and Applications 4 g AMD SATA Controller 1

—a SAMSUNG 55D 840 EVO 250G SATA Disk Device
= Samsung 550 850 EVO 500G SATA Disk Device
-JM ATIL/O Communications Processor PCI Bus Controller

Wi ATIIYO Communications Processor SMBus Contraller
| High Definitiog Audig Controller

| pCIstandard Hq' o Tl
< System Settings Change
M| pClstandard

=

& PCl standard h To finish removing your hardware, you must restart your computer.
W PCIstandard —h

| pClstandard Do you want to restart your computer now?
78 PCI standard

4 M PClstandard -
-JZ Communi
/M Direct me/MOTT JCCESE COTTTOMET

High precision event timer

Mumeric data processor

YZ' Printer Port (LPTL)

d Programmable interrupt controller
\:E Standard floppy disk controller
Systern CMOS5/real time clock
System speaker

i P—T— d Systern timer

ix) Check:SSDis connected to ‘Standard AHCI

;&‘Compl.rterManagement [= HEI@

File Action View Help

e | [
‘* Computer Management (Local FE, 74| e
L =)
4 [ﬂ; System Tools ATIVO Cummumcatfun; Processor PCIBus Controller Dl -
[ @ Task Scheduler ATII/Q Communications Processor SMBus Controller it B

b @ Event Viewer
| | Shared Folders
|+ i/ Local Users and Groups
[» (%) Performance
=4 Device Manager
4 5 Storage
= Disk Management
&+ Fs Services and Applications ]

High Definition Audio Controller More Actions 4
48| PCI standard host CPU bridge
PCIstandard host CPU bridge
PCIstandard host CPU bridge
PCIstandard host CPU bridge

-y PCIstandard host CPU bridge

M| PCl standard host CPU bridge

;M| PCI standard ISA bridge

-‘? Communications Port (COM1)

8 Direct memory access controller
-8 High precision event timer

B Numeric data processor

3" Printer Port (LPT1)

..M Programmable interrupt controller
[+ ‘:E Standard floppy disk controller
78 System CMOS/real time clock
..M System speaker

m

1M System timer
- [y Unknown device
PCIstandard PCl-to-PCl bridge
PCI standard PCl-to-PCI bridge
b 78| pCI standard PCI-to-PCl bridge
g Standard AHCI1.0 Serial ATA Controller
L, SAMBUNG 550 840 EVO 506 SATA Disk Device

i Loy Samsung 550 850 EVO 500G SATA Disk Device
4 g Standard Dual Channel PCTIDE Controller

| LCgreTRetmmErY

g ATA Channel 1

[ a Standard Enhanced PClto USE Host Controller

e — DE Standard Enhanced PCIto USE Host Controller
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2)

Update to the latest AMD Driver
A. Visit support page on motherboard manufacture
B. Checkthe system and motherboard model

GIGABYTE"

Products

Home = Support = Downloads

Downloads

Technical Support

FAQs

Warranty Info

Reflash Motherboard BIOS
Reflash VGA BIOS
Download Center Tool

Downloads

Here are the list for the most recent downloads regarding our products.
the drop down menu.

Option 1. Search by Product Category

Choose Product v

Option 2. Search by Keyword(s)

|c_:3-am" m-s2p | | Search |

3

C. Download and install the latest SATA AHCI driver

Update to the latest Microsoft Driver

A. Click ‘Update Driver on ‘Driver’ section in the screen of ‘Properties’

SAMSUNG SSD 840 EVO 250G SATA Disk Device Properties (=23

|Genem| I Policies I Volumesl Driver |De°tai|5|

_ SAMSUNG 55D 240 EVO 250G SATA Disk Device
:

Driver Provider:  Microsoft

Driver Date: 6/21/2006

Driver Version: 6.1.7600.16385
Digital Signer: Microsoft Windows

Driver Details To view details about the driver files.

Update Driver... To update the driver software for this device.

Roll Back Driver

if the device fails after updating the driver, roll
back to the previously installed driver.

Disable Disables the selected device.

Unintal To uningtall the driver (Advanced).

oK || Cancel

B. Update automatically if there is new latest driver
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STEP 4. Execute Performance Restoration Software again.

Samsung SSD 840 EVO"
e Samsung SSD 840 EVO Performance Restoration

This program will restore read performance of 840 EVO,

It will take some time to complete the process based on the 840 EVO's capacity.

It can work in the background but it will take more time so it is recommended not to perform any other
operations during the process.

Firmware Update

Step 1 ~ (B, Mote:10% of free space is required in order to execute the pro
Step 2
Step 3

Drive Info SAMSUNG SSD 840 EVO 250GB(S16ANEACI02117)
Complete -

Serial Mo. SI6ANEAC902117

Firmware EXTOCBEQ

Capacity 232.89GB

— 2

Restoration is in progress...

STEP S Restoration Complete.

Samsung SSD 840 EVO”
el i i Samsung SSD 840 EVO Performance Restoration

This program will restere read performance of 840 EVO,

It will take some time to complete the process based on the 840 EVO's capacity.

It can work in the background but it will take more time so it is recommended net to perform any other
operations during the process

Step 1 B, Note:10% of f

Firmware Update

iz required in order to &

Step 2
Step 3

Drive Info [SAMSUNG SSD 840 EVO 250GB(S16ANEACS02117) -
Complete

Serial No. S16ANEACI02117

Firmware EXTOCEG]

Capacity 232.89GB

N ¢

Performance Restoration is complete.
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©2014 Samsung Electronics, Co., Ltd. All rights reserved.
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